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RX3001-00-01(RX3000 ETH Remote Monitoring Station)
RX3002-00-01(RX3000 WiFi Remote Monitoring Station)
RX3003-00-01(RX3000 3G Remote Monitoring Station)
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| & 4-20mA, AC Current, AC Voltage, Air Velocity,

Amp Hour (Ah), Amps (A), Barometric Pressure, Carbon Dioxide, Compressed Air Flow, DC Current,
DC Voltage, Differential Pressure, Event, Gauge Pressure, Kilowatt Hours (kWh), Kilowatts (kW).
Leaf Wetness, Light Intensity, Power Factor (PF), Pulse Input, Rainfall, Relative Humidity, Soil
Moisture, Temperature, Volatile Organic Comp., Volt-Amp Reactive, Volt-Amp Reactive hour,
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Volt—-Amps (VA), Volts
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Cable Adapters - Splitters

Water Flow, Water Level, Watt Hours (Wh), Watts (W) and Wind

5-ADAPT-3
S-ADAPT-&

1-to-2 sensor communication adapter
Smart Sensor Consolidator Box

Cable Management
M-CDY

Cable Caddy

Carrying Case
CASE-PELICAN-1510

Pelican Case

Communication Cable
CABLE-USBMBE

USB Cable

Extension Cables
S-EXT-CASEZ2

S-EXT-MO02
S-EXT-MO005
S-EXT-M010
S-EXT-M025

Solar Power

Weatherproof Extension Housing

Smart Sensor Extension Cable - 2m length
Smart Sensor Extension Cable - 5m length
Smart Sensor Extension Cable - 10m length
Smart Sensor Extension Cable - 25m length

SOLAR-3W
SOLAR-8W

Third-party Sensor AC Power

3 Watt Solar Panel
& Watt Solar Panel

AC-SENS-

Tripod Kits

AC Power Adapter for 3rd Party Sensors up to 400mA @12vdc

M-TPA-KIT
M-TPBE-KIT

Tripods and Masts

HOBO Weather Station 3-Meter Tripod Kit
HOBO Weather Station 2-Meter Tripod Kit

- M-MPA
L M-MPB
L M-TPA
L M-TPB

— |tems used with above items

Choose your sensor(s):

2m mast

1.5 meter mast

HWS 3m Tripod Tower with mast
HWS 2m Tripod Tower with mast

4-20mA Input Adapter
5-CIACM14

AC Current

12-bit 4-20mA Input Adapter

- T-ACT-0750-020
- T-ACT-0750-050
- T-ACT-0750-100
- T-ACT-0750-250
- T-MAG-0400-05
- T-MAG-0400-10
- T-MAG-0400-20
- T-MAG-0400-50
- T-MAG-0400-75
- T-MAG-SCT-100
- T-MAG-SCT-200
- T-MAG-SCT-600
— ltems used with above items

20 Amp Accu-CT Split-Core Current Transformer 333m\
50 Amp Accu-CT Split-Core Current Transformer 333m\
100 Amp Accu-CT Split-Core Current Transformer 332m\
250 Amp Accu-CT Split-Core Current Transformer 333mY
5 AMP Mini Split-core AC Current Transformer

10 AMP Mini Split-core AC Current Transformer (Discontinued)
20 AMP Mini Split-core AC Current Transformer

50 AMP Mini Split-core AC Current Transformer

75 AMP Mini Split-core AC Current Transformer

100 AMP Split-core AC Current Transformer

200 AMP Split-core AC Current Transformer

600 AMP Split-core AC Current Transformer

AC Voltage
T-MAG-S5PT-150
- T-MAG-SPT-300
- T-MAG-SPT-600
ltems used with above items

150 VoIt AC Potential Transformer
300 VoIt AC Potential Transformer
600 Volt AC Potential Transformer

Air Velocity
- T-DCI-F900-L-O
- T-DCI-F900-L-P
- T-DCI-F9200-5-0
- T-DCI-F900-5-P
— |[tems used with above items

Amp Hour, Power Factor, Reactive Power, Volt-Amp Reactive Hour, Volt-Amps, Watt Hours, Watts

T-VER-E50B2

AirVelocity (.15 to 5 miés) (30 to 2585 fpm)
AirVelocity (0.15 to 10 mfs) (30 to 1969 fpm)
AirVelocity {(0.15 to 5 mfs) (30 to 985 fpm)
AirVelocity Sensor (0.15 to 10 mis) (30 to 1969 fpm)

ES0BZ Power & Energy Meter

ltems used with T-VER-E&0B2

Barometric Pressure
S-BPB-CM50

Carbon Dioxide

Smart Barometric Pressure

TEL-7001
ltems used with TEL-7001

Telaire 7001 CO2

Compressed Air Flow
T-CDI-5200-105
LT-CDI-EdDﬂ-EDS

ltems used with above items

DC Current

Compressed Air Flow Meter - 1 - 80 SCFM
Compressed Air Flow Meter - 3 - 350 SCFM

- T-VER-H970-200

LT-'-J'EH-EI?‘!EP-EHEI-
ltems used with above items

DC Voltage (0-2.5v, 3v, 10v)

Split-Core Bi-Polar DC Transducer
Split-Core 200A DC Transducer (Discontinued)

S-VIA-CM14

12-bit Violtage Input Adapter

Differential Pressure
T-VER-PXL-L
LT-U‘ER-PIU-I

ltems used with above items

Gauge Pressure

Differential Air Pressure Transducer
Differential Air Fressure Transducer

T-ASH-G2-100

- T-ASH-G2-200
- T-ASH-G2-500
ltems used with above items
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Kilowatt Hours

Ashcroft (100-psig) Gauge Pressure
Ashcroft (200-psig) Gauge Pressure
Ashcroft (500-psig) Gauge Pressure

- T-VER-8051-300

- T-VER-8053-800

— |tems used with above items
- T-WNB-3D-240

- T-WNB-3D-480

- T-WNB-3Y-208

- T-WNB-3Y-208-P

Veris Kilowatt Hour Transducer 1-Phase, 300 Amp
Veris Kilowatt Hour Transducer 3-Phase, 800 Amp

WattMode 208/240 VAC 3-phase Delta"Nye KWh Transducer
WattMode 430 VAC 3-phase Delta®Vye KWh Transducer
WattMNode 208/240 VAC 1.2, or 3 Phase Wye kKWh Transducer
WattNode 208-240VAC 2 or 3 Branch Circuit KWh Transducer

— |[tems used with above items

Kilowatts
T-VER-2044-100 Veris 420Y, 100 Amp Kilowatt Transducer

ltems used with T-VER-3044-100

Leaf Wetness

S-LWA-MO003 Leaf Wetness Smart
Light Intensity
S-LIA-MOO03 Photosynthetic Light (PAR) with 3m cable Smart

{- 5-LIB-MDO3

Ls Items used with above items

Solar Radiation {Silicon Pyranometer)

Pulse Input Adapter

S-UCC-M001 Electronic Switch Pulse Input Adapter - 1 meter
S-UCC-M0D0G Electronic Switch Pulse Input Adapter - 6 meters
S-UCD-M001 Contact Closure FPulse Input Adapter - 1 meter
S-UCD-M00G Contact Closure Pulse Input Adapter - 6 meters
Rainfall

S-RGA-MOD2 0.01" Rain Gauge (2m cable) Smart
S-RGB-M002 0.2 mm Rainfall (2m cable) Smart

Relative Humidity
S5-THB-MO002
LS-TH B-M00D3

ltems used with above items

12-bit Temperature/Relative Humidity (2m cable) Smart
12-bit Temperature/Relative Humidity (8m cable) Smart

Soil Moisture

S5-SMC-M005 Soil Moisture Smart
5-SMD-M0O05 10HS Soil Moisture Smart
Temperature
5-TMB-M002 12-Bit Temperature (Z2m cable) Smart
- 5-TMB-M00& 12-Bit Temperatura (6m cable) Smart
- 5-TMB-MO017 12-Bit Temperature (17 m cable) Smart

ltems used with above items

Volatile Organic Compound
T-ION-TVOC

ltems used with T-ION-TVOC

Volatile Crganic Compound WVOC)

Water Flow
LT-MIHU L-130-ML

ltems used with T-MINQL-130-NL

Mo-lead Water Flow Meter

Wind

S-WCB-MO00D3 .M. Young 'Wind Monitor-ACQ (model 05305) Adapter

S-WCC-M003 R.M. Young Marine 'Wind Monitor (model 05106) Adapter

S-WCE-MD03 F.M. Young 'Wind Monitor adapter for Wind/Alpine {(models 05103 and 05103-
45

- SWDA-MO03 Wi:rlm Direction Smart

- 5-WSA-MO003 Wind Speed (with 3m cable) Smart (Discontinued)

- S-WSB-M003 Wind Speed (with 3m cable) Smart

- S-WSET-A (Set) Wind Smart (Discontinued)

- 5 WSET-B (Set) Wind Smart

— |tems used with above items

PR

Operating Hange
—-40° to 60°C (—40° to 140°F); no remote communications for battery voltage less than 3.9V D

'
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smart Sensor Connectors
10

smart Sensor Network Cable Length
100 m (328 ft) maximum

Smart Sensor Data Channels

Maximum of 15 (some smart sensors use more than one data channel: see sensor manual for details)
Module Slots

£]

Logging Rate

1 second (RX3001 and RX32002) or 1 minute (RX3003) to 18 hours
Time Accuracy

+8 seconds per month in 0° to 40°C (32°F to 104°F) range:

+30 seconds per month in —40° to 60°C (-40° to 140°F) range

Battery Type/Power Source
4 Volt, 10 AHr, rechargeable sealed lead—acid. external power required using one of these options:
FDC to 17 YV DC

AC power adapter (AC-U30), solar panel (SOLAR-xW), or external power source 5 WV DC
with external DC power cable (CABLE-RX-PWR)

Rechargeable Battery Service Life
Typical 3-5 vears when operated in the temperature range —20° to 40°C (—-4°F to 104°F): operation
outside this range will reduce the battery service life

Memory
32 MB, 2 million measurements, continuous logging

Alarm Notification Lalency
Logging interval plus 2-4 minutes, typical

Enclosure Access
Hinged door secured by two latches with eyelets for use with user—supplied padlocks

LCD
LCD is visible from 0° to 50°C (32° to 122°F): the LCD may react slowly or go blank in temperatures
outside this range

Malerials

Cuter enclosure: Polycarbonate/PBT blend with stainless steel hinge pins
Inner enclosure: Polycarbonate. Gaskets: Silicone rubber: Cable channel:
Cable opening cover: Aluminum with ABS plastic thumb screws: U-Bolts:
finish

and brass inserts.
EPDOM rubber:
Steel with zinc dichromate

Size
186x 181 x11.Becm{7.3x 7.1 x4.7 In.); see diagrams on next page

Weight
2.2 kg (4.85 Ib)

Mounting
3.8 cm (1.5 inch) mast or wall mount

Environmental Raling
Weatherproof enclosure, NEMA 4X (requires proper installation of cable channel system)

CE
The CE Marking identifies this product
Union (EU)
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omplying with all relevant directives in the European

FCC Logo

Approved for use in the USA and Canada, see last page: contains FCC ID R68XPICOW,
IC 1D 3B6TA-XPICOW (RX3002) and FCC ID QIPEHSE, IC ID 7830A-EHSE (RX3003)

Wireless Hadio

GSM/GPRS/EDGE: Quad band 850/900/1800/1900 MHz, UMTS/HSPA+: Five band 800/850,/900/
1900/2100 MHz

Antenna
Penta band

Ethernet (RX3001)

Connector
One BJ45/100Basel

Wi—Fi (RX3002)

Network Standards
IEEE 802.11b/g/n

Frequency Range
2.412-2.484 GHz

Antenna Connector
1. no diversity supported

Data Rates
1,2, 55, 11 Mbps (802.11kb): 6, 9, 12, 18, 24, 36, 48, 54 Mbps (802.11g): 802.11n, HT20 MCS0
(6.5 Mbps) to HT20 MCE&7 (65 Mbps)

NMumber of Selectable Radio Subchannels
Up to 14 channels: profiles available will include USA, France, Japan, Spain, Canada, and “Other”
(multiple countries)

Radio Modulations
OFDM, DSSS, DBPSK, DQPSK, CCK. 16QAM, 640AM

Security
WEP 64/128, WPA-PSK, AES end—to—end encryption

Maximum Receive Level
-10 dBm (with PER <8%)

Hecelver Sensitivity
— 72 dBM for 54 Mbps, —87 dBm for 11 Mbps, -89 dBm for 5.5 Mbps,
=80 dBm for 2.0 Mbps, -92 dBm for 1.0 Mbps

Cellular (RX3003)
VWireless Radio

GSM/GPRS/EDGE

DGE: Quad band 850/900/1800/1900 MHz, UMTS/HSPA+: Five band 800/850,/900/
1900/2100 MHz

Antenna



